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TEMPORARY WOOD POLE

xs18-080-5
DETAILS NO. 5

11/17/11

December 2011
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BACKING PLATE 

DETAIL 
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CURVED WASHER 

DETAIL 
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 1/4 " PLATE

CURVED TO

FIT POLE

CONDUIT

CONDUIT
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WOOD POLE
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 1/2 " ` BOLT 

WITH NUT AND 

LOCK WASHER,

(GALVANIZED),

TOTAL 2

SEE CURVED 

WASHER 

DETAIL 

FLAT WASHER

TYPICAL

WOOD POLE

SEE CURVED 

WASHER 

DETAIL 

3" = 1’-0"

3" = 1’-0" 6" = 1’-0"

For Details Not Shown See RSP-ES-4D Sheet

SIDE MOUNTING

TERMINAL COMPARTMENT

3" = 1’-0"

TERMINAL

COMPARTMENT

WITH COVER

(SEE NOTE 4)

TERMINAL

COMPARTMENT

WITH COVER

(SEE NOTE 4)

SECTION A-A

STAINLESS STEEL

STRAP, (SEE NOTE 3)

SEE BACKING 

PLATE DETAIL

STAINLESS STEEL

STRAP, (SEE NOTE 3)

SEE BACKING 

PLATE DETAIL

& NOTES 1 & 2

 5/8 " ` HOLE

 3/4 "  X 1 1/4 "  SLOT

STAINLESS STEEL

STRAP, (SEE NOTE 3)

NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

NOTES:

The contractor to verify pole dimensions at terminal compartment 

for fabrication of backing plate and curved washer. 

Backing plate to be galvanized after fabrication.

 3/4 " x 0.044" minimum, rounded edge stainless steel straps, double 

wrapped with 2" long bend under stainless steel strap buckle.

1.

2.

3.

4. For details not shown see STANDARD PLAN ES-4D.

WIND ANCHOR

2"

4’-0"

2"

20^

 3/8 " x 3" 

STEEL PLATE

To be installed perpendicular to mast

arms and 2’-0" Min below grade

1" ` x 2" LONG BOLT

WITH NUT AND LOCK

WASHER (Tot 2)

1" ` x 4" LONG

LAG SCREW (Tot 2)

TAPERED WASHER

(Tot 2)

CURVED WASHER

TO FIT PLATE


